ASSI GVENT 1

Text book Assi gnnent : “Safety, Shipping, Handling, Loading, and Recovery,” chapter 1,
pages 1-1 through 1-37
1-1. Broadl y speaki ng, nost accidents 1-5.  Wich section of a procedura
are the result of which of the guide (PG, operation procedure
followi ng factors? (OP), or checklists (CL) contains
the SAFETY SUMVARY?
1. Faulty equi prment
2. Lack of know edge 1. The back
3. Poor equi pmrent design 2. The table of contents
4. | nadequate record keeping 3. The gl ossary
4,  The front
1-2. A safety precaution that is NOT
classified as an order, is 1-6. Tor pedoes, missiles, and sone of
identified by which of the their conponents are shipped in
foll owi ng preenptor terns? which of the follow ng types of
specially constructed shipping
1. Must encl osures?
2. WII
3. Shall 1. Cardboard boxes only
4, Shoul d 2. Pl astic boxes only
3. Cardboard and plastic boxes
4, Airtight enclosures
1-3. Vhich of the follow ng terns
i ndi cates an operating procedure 1-7. If a container is found danaged
or condition which, if NOT whi ch of the follow ng actions
strictly observed, could result in shoul d be taken?
damage to or destruction of
weapons handling equipnent? 1. Do not use it
2. Use it regardless of danage
1. Note 3. Perform the necessary
2. Warning reporting
3. Caution 4, Return it to the sending
4, I nstruction activity
1-4. Fam liarity with and adherence to 1-8. The Tomahawk Al | -up-Round (AUR)
the applicable safety standards container is which of the
and safety precautions are the foll owi ng containers?
responsibility of which of the
foll owi ng personnel ? 1. M 535 Mod O
2. M 481 Mod 1
1. E-7 and above 3. M 630 Mod O
2. Mandatory for all personnel 4, CNU 308/ E
3. Safety supervisors
4. E-5 and bel ow 1-9. What valve is used to equalize any

i nt ernal
bui |l t

pressure that mght have
up inside of the container?

Drain
Fill

Br eat her
Char gi ng

=



1-10.

1-11.

1-12.

1-13.

1-14.

A container’s hum dity indicator
is used for what purpose?

To increase the hunmidity
To decrease the hunmidity
To maintain the humidity
To check the interna
envi ronnental status

Bw e

An acceptable humidity level is
mai nt ai ned within the container
utilizing what type of conpound or
devi ce?

Acti vat ed desi ccant
Deactivated desiccant
A small fan

A heat er

Ll

Modi fication of handling equi pment
nmust have prior approval from
which of the follow ng conmands?

1. CI NCPAC

. CI NCLANT

3. NAVSEASYSCOM NAVAI RSYSCOM or
DI RSSP

4. SUBLANT

VWere should an instruction chart
showing all operating features
the functions of the equi pnent,
and all of its safety precautions
be nounted?

1. On the power supply for the
af fected equi prent

2. On the machinery or equi pnent
nurmber, or adjacent structure

3.  One deck above or below the
equi prent

4. No nmore than two conpartments
away from the equi pnent

Bot h ordnance handling
qualifications and certification
provisions are contained in which
of the followi ng instructions?

OPNAVI NST 8023. 2
OPNAVI NST 4790P
D 44979 vol 2 part 7
0D 44979 vol 15

=

1-15.

1- 16.

1-17.

1-18.

1-19.

Prior to use, handi ng equi pnent
that has conpleted repair, been
nodi fied, and/or altered requires
what action to be taken?

1. It rmust be returned to the
manuf act urer

2. It nust be retested

3. It must be used when repairs
are conplete

4, It must be visually inspected

Prior to lifting a torpedo or
weapon, the sling nust be
positi oned around which of the
following |ocations?

1. The heaviest part of the
weapon

2. The war head

3. The propeller guard

4. The center of gravity

The anmpbunt of fuel and/or water in
the tanks, and whether or not it
is fitted with a warhead or
exerci se head, determ nes which of
the following facts concerning the
weapon?

1. The type of sling to be used
for lifting the weapon

2. The color of the container

The center of gravity

4.  The nunber of people required
to handl e the weapon

w

The nosepi ece protects which
conponent of the torpedo?

The propeller
The fuel tank
The war head

The transducer

Bw e

To enable you to control the
notion of the torpedo while it is
suspended, which of the follow ng
procedures should you use?

1. Use tag lines

2. Use at |least two cranes

3. Handle only when wind speed is
zero

4,  Weight lines



1- 20.

1-21.

1-22.

1-23.

1- 24.

An AERO skid is used for which of 1- 25.

the followi ng evolutions?

Launchi ng of torpedoes
Testing of torpedoes
Movi ng of torpedoes

Per f ormi ng mai nt enance on
t or pedoes

=

Handl i ng equi prent for which

periodi c safe working load tests 1- 26.

are not current fall into which of
the followi ng categories?

1. It will be used only with the
CO s perm ssion

2. It will be used only with the
safety officer’s permssion

3. It may be used to lift one-
hal f the rated | oad

4 It shal

An abrupt depression with a sharp
vee bottom and sharp, sonetines
rai sed edges or corners would be
classified as which of the
followi ng defects?

A line of breaking or splitting in
a continuous surface is defined as

what specific type of defect?

1. A crack

2. A chip 1-29.
3. A dent

4. A pit

Met al rai sed above the nornm

contour or surrounding surface is
defined as which of the foll ow ng
type of defects?

1. Gouge

2. Abrasion

3. Chip 1- 30.
4, Pr ot rusi on

not be used 1-27.

1. Pi t

2. Slit 1-28.
3. Ni ck

4, Dent

Deterioration of an unprotected
nmetal surface by a chenica
reaction is best described by what
ternf?

Abr asi on
Scratch
Corrosi on
Pi t

:boo!\.)H

The exposure of bare netal or
nmet al oxi des by an excessive
groove or cavity is defined by

which of the following terns?
1. Dent

2. Gouge

3. Ni ck

4. Pit

Whi ch of the follow ng energency
handl i ng equi prent woul d be nopst
likely used on a subnarine?

1. A block and tackle
2. A hydraulic ramrer
3. A crane

4, An aero skid

Onboard a submarine, a weapon is
restrained and supported during

which of the followi ng evolutions?
1. | nspecti ons

2. Handling

3. Tube I oading

4. Al of the above

On a surface ship such as a
destroyer, where is the torpedo-

handl i ng system (THS) installed?
1. In the port torpedo roomonly
2. In the starboard torpedo room

only

3. In the port and starboard
tor pedo roons

4.  On the fantai

To operate a weapons el evator or
hoi st, you nust neet which of the
following requirenents?

1. Be handling certified

2. Be trai ned and qualified

3. Have an elevator and hoist
l'i cense

4. Have 2 years experience



1- 31.

1-32.

1-33.

1- 34.

1-35.

How often nust el evators and hoi st
be examined for |oose or damaged
parts?

1. Yearly

2. Monthly

3. Quarterly

4.  \Weekly or before each use

El evators and hoi st may be used
for what other purposes, if any,

when not being used for
ammuni ti on?

1. Personnel use only

2. Handling stores only
3. Personnel and stores
4. No other purpose

I f cracking or deformation of |oad
bearing parts, strength welds, or
repair areas are sighted during

vi sual inspection of handling

equi prent, whi ch of the follow ng
actions are required?

1. Conduct a nondestructive test
Limt lifting to only half the
rated | oad

3. Return the equipnent to the
depot

4. Request CO s permssion before
use

No-| oad test on all powered
handl i ng equi pnent should be
schedul ed during which of the
following tine frames?

1.  Sem annual |l y
2. Quarterly

3. Annually

4.

Every 5 years

A test conducted to determne if
the handling equipment is capable
of safe operation for all its
functional npbdes is which of the
follow ng test?

Reverify |oad test
Load test

Dynani c test

No-| oad test

1- 36.

1-37.

1- 38.

1- 39.

1- 40.

1-41.

Load testing nust be performed on

al I shipboard handling equi pnent

during which of the follow ng

peri ods?

1. Only when new

2. During ship overhaul, every 4
years or after repair

3. Every year

4, Every 5 years

Load testing of nonpowered
handl i ng equi prent consists of
which of the following test?

A no-1load test

A dynami c | oad test
A static | oad test
A rated | oad test

B

Conponents that are stressed while
l[ifting or holding a load are
consi dered | oad bearing

1. True
2. Fal se

A test designed to physically test
the structural and nechani cal
integrity of handling equipnment is
which of the following test?

A no-1load test

A dynanic | oad test
A rated | oad test
A static | oad test

The static test |oad nmust be equal
to what percent of the rated |oad?

1. 100

2. 200

3. 300

4. 400

When conducting a static |oad
test, the handling equipnent nust

hold for a mninmum of what nunber
of m nutes?

10
20
30
40

PobE



1-42.

1-43.

1- 44,

1- 45.

1- 46.

A test used to denpnstrate the
capability of powered wei ght
handl i ng equi prent to operate with
a rated | oad under dynamc
conditions of ship’s notion is
which of the following test?

A no-1load test

A static | oad test
A dynami c | oad test
A rated | oad test

B~ o e

At pierside, a dynamc |oad test
shoul d equal what percent of the
rated |oad?

1. 100
2. 150
3. 200
4, 250

The repl acenent of pneumatic or
el ectrical conmponents on a hoi st
(other than brakes or notors)
requi re what type of test upon
work conpl etion?

Static
Dynam ¢
Rat ed- | oad
No- | oad

~w e

Adj ust nent of brake or replacenent
of brake shoes or friction discs
on a hoist requires what type of
tests?

Static and dynanic
Dynam ¢ and rated
Vi sual and operationa
No- | oad and rated

A rated | oad test uses test |oads
equal to what percent of the rated
capacity of the equipnent?

1. 100
2. 150
3. 200
4. 250

1-47.

1- 48.

1-49.

1-50.

1-51.

Test used to denobnstrate a

equi pment’s capability to operate
with a full load at its rated
speed through the conplete range
of its operating limts describes
which of the following test?

No- | oad test
Static test
Rated | oad test
Dynam c test

B~ wn e

Once your handl i ng equi pnent has
passed the required inspections
and | oad test, it should be narked
by which of the foll ow ng
activities?

1. The activity owning the
equi pnent

2.  The activity conducting the
t est

3.  The local squadron

4.  The manufacturer

New handl i ng equi pnent is | oad
tested and marked prior to receipt
by which of the follow ng
activities?

1.  The conmmand receiving the

equi pnent
2. Local squadron
3. IMA

4, Manuf act ur er

The recovery of a weapon can be
general ly divided into how nany
phases?

AWN R
ab~hwnN

The physical act of bringing the
weapon aboard the recovery vesse
is which phase of the recovery?

1. Capture

2. Post -run
3. Retri eva
4. Approach



1-52.

1-53.

1- 54.

1- 55.

1- 56.

1-57.

How many types of recovery
procedures are normally used?

BN R
GOAWwN

The reconmmended met hod of recovery
is which of the follow ng methods?

Swi mmer s
Rubber boat
Recovery vesse
Hel i copt er

B ow o e

During a fixed ranp recovery, the
recovery vessel will station
itself a mnimm of how many yards
from t he weapon?

1. 25
2. 50
3. 75
4. 100

During a portable ranp recovery,
the recovery vessel should be dead
in the water approximtely how
many yards from the weapon?

1. 100
2. 200
3. 300
4. 400

An expended MK 46 torpedo floats
in a vertical position just at the
surface.

1. True
2. Fal se

The markings on a M 46 exercise
torpedo are usually what colors?

Bl ue and yel | ow

Geen and red

Bl ack and green

International orange and white

Bwn e

1- 58.

1-59.

1-60.

You should flush the exterior of a
MK 46 exercise torpedo if it

cannot be returned to a

mai nt enance activity within which
of the following periods of tinme?

1. 24 hours
2. 72 hours
3. 24 days
4. 72 days
An expended Mk 48 torpedo floats

in what position at the end of
run?

1. A horizontal position 1 to 2
feet below the surface of the
wat er

2. A horizontal position 1 to 2
feet above the surface of the
wat er

3. A vertical position 1 to 2
feet below the surface of the
wat er

4. A vertical position 1 to 2
feet above the surface of the
wat er

The exercise section of a M 48
torpedo is painted what color?

1. Sky blue

2. International green
3. I nternational orange
4. International vyellow
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